DIGITAL GLAMP METER

= 10000 cuentas, alta precision.

|* Pinza amperimétrica digital 600 A.

I = Verificacion automética de voltaje
| DC, voltaje AC.

:- Deteccion de voltaje AC sin contacto.
|* True-RMS.

I= Linterna para zona oscura.
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I SPECIFICATIONS

MODEL
SPECIFICATIONS

DC Voltage

AC Voltage

AC Current

Resistance

Capacitance

10V/100V/600V

10V/100V/600V

10A/100A/600A

1000Q /10K Q /100K Q /IMQ /10MQ

1000nF/10pF/100pF

1mF/10mF
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Accuracy
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10000 COUNTS AC CLAMP METER
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Continuity Buzzer <30Q
Jaw Opening ¢32mm
Diode N
True-RMS J
Data Hold v
Backlight J
Flashlight v
Auto Power off J
Non-contact AC A
Voltage Detection

RCD Leakage Testing 30mA
Input Impedance - MQ
T 201

General

Batteries
Size

Weight
Safety Level

Standard Accessories

2x1.5V AAA

195x50x35mm

About 195g

EN61010-2-032, CAT Il 600V

Digital Clamp Meter-Probe-Carrying Bag-Batteries-
User Manual-Color Box




